
0.350 [8.9mm]
0.190 [4.8mm]

Recommended Mounting Holes

0.200 [5.1mm]
Ø.032+.003

-.002

0.100 [2.5mm] LED Lead

TYP.

Holder Faces

0.120 [3.0mm]

0.250 [6.4mm]

0.240 [6.1mm]

0.200 [5.1mm]

0.157 [4.0mm]

0.020 [0.5mm]

0.100 [2.5mm]

0.200 [5.1mm]
SQ. TYP.
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REV. DESCRIPTION APPROVEDDATE

LEAD SOLDERING TEMPERATURE(1/16" FROM BODY)

OPERATING TEMPERATURE RANGE

ABSOLUTE MAXIMUM RATINGS (Ta=25° C)

STORAGE TEMPERATURE

REVERSE CURRENT

REVERSE VOLTAGE

PART NUMBER

5XX2 1

Q'TYITEM

1 1 H-178C-2

PART DESCRIPTION

T-1¾ (5mm) LED Holder, 90° Mount

T1 ¾ (5mm) Non-Flange LED, See Page 2

1 2

T. Yin 09/11/09

Engineering ReleaseA 09/11/09 T. Y.

Ø.197 [Ø5.0mm] LED

Ø.206 [Ø5.2mm] H-178C-2

CATHODE

Engineering Update w/o ChangesB 06/20/16 J. C.
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If
(mA)

Iv
(mcd)

TYP TYP MAX TYP

STANDARD Data @ 20mA

H178CBWD-RP 430 BLUE DIFFUSED 20 4.0 4.5 15 45 5BWD

H178CGD-RP 568 GREEN DIFFUSED 20 2.1 2.8 25 45 5GD

H178CSGD-RP 568 SUPER GREEN DIFFUSED 20 2.1 2.8 30 45 5SGD

H178CUGC-RP 570 ULTRA GREEN WATER CLEAR 20 2.1 2.4 600 35 5UGC

H178CSUGC-RP 570 ULTRA GREEN WATER CLEAR 20 2.1 2.4 400 35 5SUGC

H178CYD-RP 590 YELLOW DIFFUSED 20 2.0 2.8 25 45 5YD

H178CSYD-RP 590 SUPER YELLOW DIFFUSED 20 2.0 2.4 300 45 5SYD

H178CAD-RP 605 AMBER DIFFUSED 20 2.0 2.8 25 45 5AD

H178CHD-RP 625 HE RED DIFFUSED 20 2.0 2.8 25 45 5HD

H178CRD-RP 700 RED DIFFUSED 20 2.1 2.8 2 45 5RD

H178CSRD-RP 645 SUPER RED DIFFUSED 20 1.7 2.4 40 45 5SRD

LOW CURRENT Data @ 2mA

H178CGDL-RP 568 GREEN DIFFUSED 2 2.1 2.6 5 45 5GDL

H178CYDL-RP 590 YELLOW DIFFUSED 2 2.0 2.6 4 45 5YDL

H178CHDL-RP 625 HE RED DIFFUSED 2 2.0 2.6 5 45 5HDL

5 VOLT Data @ 5V

H178CGD5V-RP 568 GREEN DIFFUSED 10 - 5.0 25 45 5GD5V

H178CYD5V-RP 590 YELLOW DIFFUSED 10 - 5.0 20 45 5YD5V

H178CHD5V-RP 625 HE RED DIFFUSED 10 - 5.0 50 45 5HD5V

LED P/NVf
(V)

LED Assy. No.
Peak Wave 

Length 
λp(nm)

Emitted Color Lens
Appearance

Electro-Optical Data Viewing 
Angle
2  ½
(Deg)
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